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K30
PARTITIONS SPECIFICATION

Product Reference:
Double Glazed – Standard or Vision Wall Posts with Demountable Solid (see drawing 1001/1)
· Manufacturer:
i WALL Limited, Unit 5 Cornbrash Park,

Bumpers Farm, Chippenham, Wiltshire, SN14 6RA



Tel:
01249 445911

Fax:
01249 445910



E Mail: enquiries@iwall.co.uk



Website: www.iwall.co.uk
      SOLID : Partition height:  2700mm.

· Solid Panels: 1200mm x 2700mm x 15mm bevelled edge factory laminated vinyl 

                     panels. 

Panel Finish : Standard range vinyls to panels or to suit customers requirement.

Panel Joint:  V joint.

Sound Insulation: Between Rw 40dB – 46dB in laboratory conditions

      Head: Aluminium  38mm x 111mm.

      Partition Abutments:  Aluminium  38mm x 111mm.

      Skirtings: 38mm x 7mm, 100mm x 7mm clip on aluminium or vinyl skirting.

      Junctions / Corners:  Aluminium 90’or 135’ corner posts.

      Aluminium Colour/Finish: standard RAL ______, BS ______ powdercoat to       

                    BS 6496 or  Anodised to AA15 (to  suit customers  requirements.)        

      GLAZING : Partition height:  2700mm.

· Glass Type: 2 number sheets of  6mm clear safety glass.

      Mullion Detail: Standard post (38mm x 111mm) or Vision post (19mm x 65mm).                                         

      Head: Aluminium, 38mm x 111mm.

      Base: Standard i WALL Double Glazing floor unit, 38mm x 111mm.

      Junctions / Corners: Aluminium 90’or 135’ corner posts and 3 Way Junctions.

      Aluminium Colour/Finish: standard RAL ______, BS ______ powdercoat to       

                    BS 6496 or  Anodised to AA15 (to  suit customers  requirements.)        

Manifestation: Standard 50mm dots, spaced 100mm centres apart in Opal Frost   

                    film at 950mm and 1500mm high from floor level or to suit  

              customer requirements and D.D.A Regulations.

Blinds: 25mm solid slat or perforated blind to suit customers requirement and 

              aluminium colour matched control knob.

                                                                                                                 Contd….

      K30
PARTITIONS SPECIFICATION..contd.

      DOOR MODULES: Partition height:  2700mm.

· Door Sets :  Timber doors in _____ veneer.(veneer to customer requirements)
      Doorframes: Full height single universal aluminium doorframe with 4 No.       

                    100mm x 100mm satin stainless steel i WALL hinges and Strikeplate.

Framing:  Aluminium, 38mm x 111mm.

      Aluminium Colour/Finish: standard RAL ______, BS ______ powdercoat to                     

                    BS 6496 or  Anodised to AA15 (to  suit customers  requirements.)  

Doors:   Single Door: 900mm x 2700mm x 44mm.  

  Double Door: 1500mm x 2700mm overall x 44mm.

        Vision Panels : Minimum 150mm x 1250mm (subject to current D.D.A 

                    Regulations) in 6.4mm laminated clear glass, 450mm from floor level.

      Ironmongery : i WALL standard satin stainless steel ironmongery set or to suit    

                    customer requirements.
· Door Sets :  12mm Toughened Glass doors 
Doorframes: Full height single universal aluminium doorframe with i WALL
              Corner Pivot Fittings.

Framing:  Aluminium 38mm x 111mm.

      Aluminium Colour/Finish: standard RAL ______, BS ______ powdercoat to                     

              BS 6496 or  Anodised to AA15 (to  suit customers  requirements.)  Doors:  Single Door: 900mm x 2700mm x 44mm.  

 Double Door: 1500mm x 2700mm overall x 44mm. 

     Ironmongery: To suit customers requirements and suitability.

     Manifestation: Standard 50mm dots, spaced 100mm centres apart in Opal Frost   

                    film at 950mm and 1500mm high from floor level or to suit 

              customer requirements and D.D.A Regulations.

